
Cut   AWG gage 12 ( 2.0 mm diameter )  

solid copper wire  to length of   1.33 inch ( 34 

mm )   

( diameter of PCB hole is 0.08 inch / 2.2 mm ) 

 

Cutting length of this wire need to be somewhat 

accurate, because  if it is too short  connector 

does not clip in later. ��������������	
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If printed on  8.5 inch X 11.0 inch letter size paper 

with 100% of size 

Black  line below is  1.33  inch  ( 34mm ) 

Blue line should be 1.00 inch  ( 25.4 mm )  

PCB has  2 OZ. / Sq Ft  ( 2.8 mil ) ( 0.7 mm thickness ) copper 

plate   , PCB thickness is    0.064 inch / 1.6 mm  

This kits is  only  PCB. It  does 

NOT include power-pole 

connectors nor wire. 
This instruction is for 2 side up to 30 connectors 

It is much harder to make 2 side version than 1 side 

version. 

Look at 1 side version manual first. 

Length  1.33 inch  /  34 mm 

1.00 inch  ( 25.4 mm )  Check for accuracy of  

                                       print 

1.33 inch ( 34.0 mm ) 

Pictures are not to scale. 

30A connector 30A connector 



Solder to PCB 
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Insert to PCB 

Solder or crimp wire 

( one side only ) 

Solder contacts for opposite side. 

Notice Left side of contact are upside down from Right side contacts. 

 

Left side contacts  DOWN 
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30A connector 
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Repeat the step , until desired number of 

connectors are filled. 

You don’t have to place all of the connector at 

once. 

Make sure (  all  + connect to +   ) 

( all -  connect to -  ) 

Alternatively , you may place wire in stead of 

connector as picture below. 

( Important ) 

Slide  together  plastic parts of  RED and BLACK connector first.  Then push both 

into soldered contacts until it click. 

Do not install individually . 

Install  RED and BLACK at the same time. 

PUSH 

Notice , left side connector and 

right side connector are facing 

different way. 
 

To make left side of ( + ) connect to 

right side of ( - ) 


